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Trerice Technical Bulletin (TB-1) 

ATTENTION 
Trerice Liquid-in-Glass thermometers (0 to 100°F Range Span) are constructed with an integral “overrange 
reservoir” which allows the thermometer to be exposed to temperatures of up to 120°F / 49°C for very 
brief, intermittent periods. Exposing the thermometer to prolonged temperatures above the top of the 
range span or in excess of 120°F /49°C (for any period of time)  will permanently damage the thermometer 
and void any factory warranty. Store and use only within the rated range. Keep away from high-
temperature environments (i.e. enclosed outdoor containers, unprotected job-sites etc.) . 

Trerice Liquid-in-Glass thermometers should always be specified so the process operation temperature 
falls in the middle of the range span.  Should the potential exist for the thermometer to be exposed to 
temperatures above the top of the range span, the following ranges should be considered as possible 
alternatives 

• Range-03  (30 to130°F).  This range provides an additional 30°F to the high end of the range while 
retaining  1° scale divisions.  However the low end of the range now starts at 30°F instead of 0°F 

 
• Range-04 (0 to 160°F).  This range provides an additional 60°F to high end of the scale while 

retaining 0°F at the low end of the scale.  However this range is provided in 2° scale divisions 
instead of 1° divisions 

 

Please contact TRERICE Customer Service sales@trerice.com for more information. 
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